
317-520-2590  |  Simplifi edAcoustics.com  |  Matt@Simplifi edAcoustics.com
Simplifi ed Acoustics, LLC.  |  4212 Oak Hill Drive  |  Lafayette IN 47909 USA

An Acoustical Design and Installation Company

3D Fiberoptic Starfield Spec Sheet (05/25/2023 - 10:46 AM)

PRODUCT DETAILS

• 12v 4 Chip LED drivers

• 30,000 hours

• Fully Dimmable

• PWM Transformer is supplied

• Adaptive Phase dimmer is 
supplied by the AV Integrator

CAN LIGHT EXTENSIONS:
All existing can lights are 
converted to extended LED 
down lights. This allows the 
Starfield to retain it’s depth 
while room lights are on.

IN-CEILING SPEAKERS: 
The fully transparent polyester 
fabric allows speakers to be 
covered.

SINCE EACH STARFIELD IS CUSTOM CREATED…

• We can accommodate any size or shape

• Curves and odd corners are possible

• Variances caused by drywall fluctuations are  
not a problem since the retention track is custom 
cut on-site to alleviate any installation issues

3D FIBEROPTIC STARFIELD - The only TRULY 3D Starfield

Custom Designed and Installed by our Professional Installers

The LED Light Engine can be mounted to the ceiling or installed in the equipment/adjacent room.

Custom Retention Track

LED Light Engine

12v DC power input if mounted to ceiling

16/2 Control Wire input if placed 
in the equipment room

Ceiling

1”

The 3D Fiberoptic Stars extend down from 0” to 36” 
depending on height of the ceiling

Transparent Fabric
• 3D Fiberoptic through Acoustical Fabric
• LED Illuminator Connected to the Fibers
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